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Donôt See It Here? 

We know, there are times that what you really need isnôt a 
standard item, but you still need it.  Just email or fax us a rough 
drawing of your application, indicate quantity desired, and we 
will fax back a quote on the same day. 

What, change a  
standard item just 

for me? 

Yep, who wants what everybody else has anyway?  In fact we do 
more custom orders than ñstandardò ones.  You need a different 
plate size, or type, or color, or jack, or lettering? Just let us know 
of your application, indicate quantity desired, and we will fax 
back a quote as soon as possible. 
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Above: 
 
Copy of original mechanical drawing of an early model video-audio specialty outlet plate, circa 1990. 
 
On the front cover: 
 
Pictured are our current models that replaced the all metallic plate series that were featured in the  first 
twenty years.  All items have now been retooled to fit the Decorator style chassis.   This change permits 
maximum flexibility in the field to locally obtain any trim plate, in any color, or material to meet the ever 
changing demands of the end user.  Further, by having all active or terminating points on the basic 
Decorator frame, provides the ability to mix and put under a trim plate of the appropriate gang size, all 
the items including lighting controls by others.  This year we added the wall-plate versions of MCOs. 
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Model DTR2220ST 

Using the same control frame as above, this device provides 
an easy means for staff and visitors to control a wall mounted 
TV. 
 

The controls are mounted on a Decorator style frame with laser 
printed lettering with a wear guard coat.  The knurled volume 
control is a linear taper with a 1.00" knob.  The channel change 
control is a RED button with a type Form ñAò Normally Open 
switch. 
 

Comes complete with a 2 gang trim plate, screws, and color-
coded, pre-stripped 6" leads for fast & easy installation.  
Requires a standard 2 gang, 2" deep back-box. 

Standard TV Control Models 
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For the remote control of hospital grade television receivers, this one gang 
device includes a stainless steel 1 gang trim plate.  This device is wired to 
the television's wired remote outlet facility and provides an easy means for 
staff and visitors to control a wall mounted TV. 
 

The volume control is a linear taper type with a 1.00" knob.  The channel 
change control is a RED button with a Form ñAò Normally Open switch. 
 

Comes complete with screws, and color-coded, pre-stripped 6" leads for 
easy installation.  Requires a standard 1 gang, 2" deep back-box. 

Model DTR2120ST 

For the channel change remote control of hospital grade television receiv-
ers, this one gang device includes either a stainless steel or white poly 1 
gang trim plate.  This device is wired to the television's wired remote outlet 
facility and provides an easy means for staff and visitors to control a wall 
mounted TV. 
 

The channel change control is a RED button with a Form ñAò Normally 
Open switch. 
 

Comes complete with screws, and color-coded, pre-stripped 6" leads for 
easy installation.  Requires a standard 1 gang, 2" deep back-box. 

Model DTR2130ST/WT 



Model DTR2221ST 
Models DTR2221ST-3.5(-2,3,4) 

Same as the DTR2220ST on page 4, however includes a 
headphone jack in one of the gangs.  Installer may 
reverse the gangs, combine with other similar devices 
under a larger gang size trim-plate. 
 
Standard headphone jack is a .25ò stereo type that 
automatically switches off the external speaker when a 
headphone plug is inserted.  Other models can be 
equipped with mini-headphone (pod 3.5mm type) jack(s). 
 
Available in single jack, dual jack (-2), triple jack(-3), or 
quad jack (-4) versions as indicated. 
 

Comes complete with a 2 gang trim  plate, screws, and 
color-coded, pre-stripped 6" leads for fast & easy 
installation.  Requires a standard 2 gang, 2" deep back-
box. 

Model DTR2222ST 
Model DTR2222ST-3.5 

For the remote control of hospital grade television receivers.  
This model has a headphone jack and a button cord jack for the 
remote channel change function.   
 
This model is ideal for dialysis and other locations where 
patients may wish to hear their TV privately and can change 
programming without leaving their station by use of a standard 
button cord.   
 

Comes complete with screws, and color-coded, pre-stripped 6" 
leads for easy installation.  Requires a standard 2 gang, 2" deep 
back-box. 
 
For a headphone jack version that uses the new 3.5mm pod 
type jack, order model DTR2222ST-3.5. 
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